
ARCHITECTURAL SCHEME

This architectural charter is intended as a guide to the design standards for the homes within the 
Domaine Johannsen project. Attached are renderings that illustrate the objectives of the charter.

Objective of the development: 

	 • Ensure harmony between the building and its environment by limiting its footprint on the host environment.    
	 • Design buildings immersed in a natural setting and reflecting eco-responsible values. 
	 • Ensure harmony within the project’s built environment while providing opportunities for individual expression.

Architectural style:

	 • The “Scandinavian” or “Nordic” style is preferred. As such, the chosen architecture should be contemporary in style  
		  with clean architectural details. Frills and ornamentation are therefore to be avoided. 
	 • Roofs must have two slopes with a minimum pitch of 8:12. Flat roofs are permitted on a secondary basis (less than  
		  50%) and must not dominate the architectural design of the building.	
	 • Dwellings should have abundant windows in order to create transparency between the interior and exterior of the 	  
		  building. However, the layout of all openings (windows and doors) must be such that these openings do not look 		
		  directly onto the nearest neighbouring properties.

Outdoor siding and openings:

	 • The use of high-quality and natural materials such as wood and stone is preferred, particularly for the facade.  
		  Imitation wood, acrylic coating and bricks are also permitted. 	
	 • The colours of all materials used for exterior siding and openings (windows and doors) must be neutral (not bright). 		
		  They must be colours such as brown, chamois, ochre, sand, grey, white, greige, etc., which blend well into the natural 		
		  environment. Any shade of yellow, red, green and blue is not permitted. 	
	 • The choice of colours for exterior siding as well as roofing and openings must create a harmonious overall look. The  
		  number of different colours for siding and openings is limited to 4. Both the main building and accessory buildings  
		  must be consistent with the overall harmonious appearance.

Minimum surface areas:  

	 • The minimum surface area required for a single-storey home is 1,300 sq.ft.*

	 • The minimum surface area required for a two-storey home is 1,700 sq. ft

* The surface area is calculated from the exterior of outside walls for each storey of the house. The surface area excludes \
balconies, basements and garages.

Note:

Property owners are free to choose their own plans and architect.  



Note : The architectural renderings are for informational purposes.
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